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ALLIED SCHEDULE 40 - Rigid 10’ Electrical Conduit

• (800) 882-5543 • FAX (708) 339-0615

Meets or exceeds the requirements
of NEMA TC-2 and UL-651 for
Schedule 40 Conduit.

Trade Min. Nominal Bell
Size No. O.D. I.D. Wall Wt/Ft Ft/Pallet (Socket) Depth/Inches

1⁄2 8102 .840 .622 .109 .164 6000 1.8
3⁄4 8103 1.050 .824 .113 .218 4400 1.8
1 8104 1.315 1.049 .133 .321 3600 2

11⁄4 8105 1.660 1.380 .140 .434 3300 2.5
11⁄2 8106 1.900 1.610 .145 .518 2250 2.5
2 8108 2.375 2.067 .154 .695 1400 4.5

21⁄2 8110 2.875 2.469 .203 1.096 930 4.5
3 8112 3.500 3.068 .216 1.435 880 4.5

31⁄2 8114 4.000 3.548 .226 1.729 630 4.5
4 8116 4.500 4.026 .237 2.043 570 5
5 8120 5.563 5.047 .258 2.776 380 6
6 8124 6.625 6.065 .280 3.600 260 6

Allied Schedule-40 is sunlight resistant and
manufactured in accordance and complies to:

Underwriters Laboratories, Inc. UL-651

NEMA TC-2

Schedule 40 PVC Conduit Dimensions (10' lengths with belled ends)

UL LISTED RIGID SCH-40 ELECTRICAL CONDUIT RATED 
FOR 90 DEGREE CELSIUS WIRING

SPECIAL INFORMATION
1. 20' lengths available on special request.
2. Minimum shipment: full pallet quantity per size.
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ALLIED SCHEDULE 80 - Rigid 10’ PVC Conduit

www.alliedeg.com

Trade Cat. Min. Nominal Bell
Size No. I.D. O.D. Wall Wt/Ft Ft/Pallet (Socket) Depth/Inches

1⁄2 9302 .546 .840 .147 .205 6000 1.8
3⁄4 9303 .742 1.050 .154 .278 4400 1.8
1 9304 .957 1.315 .179 .409 3600 2

11⁄4 9305 1.278 1.660 .191 .567 3300 2.5
11⁄2 9306 1.500 1.900 .200 .686 2250 2.5
2 9308 1.939 2.375 .218 .949 1400 3

21⁄2 9310 2.323 2.875 .276 1.449 930 4
3 9312 2.900 3.500 .300 1.938 880 4
4 9316 3.826 4.500 .377 2.833 570 4.5
5 9320 4.813 5.563 .375 3.850 380 5
6 9324 5.761 6.625 .432 5.411 260 5

Schedule 80 PVC Conduit Dimensions (10' lengths with belled ends)

UL LISTED EXTRA HEAVY WALL SCHEDULE-80 
PVC CONDUIT 90 DEGREE CELSIUS RATED

SPECIAL INFORMATION
1. 20' lengths available on special request.
2. Minimum shipment: full pallet quantity per size.

Meets or exceeds the requirements
of NEMA TC-2 and UL-651 for
Schedule 80 Conduit.

Allied Schedule-80 is sunlight resistant and manufactured 
in accordance and complies to:

Underwriters Laboratories, Inc. UL-651

NEMA TC-2


